
CALYX ACOUSTICS
Tackable Sound Absorbing Surface

Quiet Confidence in Every Panel
Crafted with high-density acoustic materials, our panels capture and dampen excess sound, eliminating 
echoes and reverberation. The result? A cleaner soundscape where conversations are clearer, focus 
becomes effortless, and the atmosphere feels instantly more refined.

• Advanced Sound Absorption: Reduces ambient noise, echo, and reverberation for improved acoustics.
• Optimized NRC Ratings: Cost effective sound absorbing solution range between .45-.90 NRC
• Comfort You Can Hear: Create spaces that feel calm, balanced, and acoustically stable. Ideal material 
for commercial, hospitality, eductional projects
• 9’ long panels are ideal for joint-free floor to ceiling application
• Broad range of neutral and bright colors, uniform through entire thickness



CALYX ACOUSTICS
Tackable Sound Absorbing Surface

OVERVIEW

PANEL SIZE / THICKNESS
• Nominal 4’ x 9’ x ½” (exact size 1225mm x 2800mm x 12mm)
• Thickness tolerance to be .02”
• Width and length tolerance to be +/- 1/8”

SURFACE FINISH
· Acoustic panels have a matt surface both sides

FABRICATION�
· Utility knife, CNC with oscillating blade, jig saw, or table saw

INSTALLATION
• Adhere to substrate with silicon based construction adhesive
• Attach with screws, Z-clips, nails, stand-offs or with 

aluminum trim or millwork

CARE INSTRUCTIONS
• Vacuum to remove dust
• Remove spills immediately using a clean damp cloth or with 

soap and water
• Polyester carpet and fabric cleaners can be used – always 

test an inconspicuous area first
• A stain repellent coating is available for additional 

protection

CONTENT	 100% Polyester
ACOUSTIC RATING	 0.45 - 0.90 NRC
WEIGHT 	 0.5 lb / ft2 / 2.4 kg / m2
COLORS	 16 standard colors
APPLICATION	 Indoor areas only
FIRE RATING	 Class A Fire Rating
COLORFASTNESS TO LIGHT	 Color change at 20 AFU was 4.5
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